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Description: Wire Connectors  
    
Application: Made to withstand severe temperatures (221 degrees F). 
Tight spring makes for easy starts and sure grip. Serrated shell gives a 
firm grip for fast connections. 
 
Status: Active 
         
300 V Pressure Type Connector Copper to Copper    
       

 

  
  
  
  
  
 
 

 
 
 
600 V Pressure Type Connector Copper to Copper 

  
 

 

 
 
 
 
 
  

 
 
 

 

For Further Information, Please contact us at: 
 

Ebinger Manufacturing Co                                                                        Hours: 8AM-5PM EST 
       7869 Kensington Ct.                                                                            Monday-Friday 

Brighton, MI 48116                                                                                     Phone (248)486-8880 
                     Fax (248)486-8080 
                    emc48116@hotmail.com 

NAED# Part# Qty. 
Wire 

Range 
Min. Max. Color Barcode# Weight 

99340 ECC160 100     718205993408 0.3 LBS 

09102 ECC160-5 500 #14-22 2-#22 1-#14 Gray 718205091029 1.0 LBS 

99342 ECC160P 25     718205993422 0.1 LBS 

99343 ECC162 100     718205993439 0.4 LBS 

09103 ECC162-5 500 #14-22 3-#22 3-#16 Blue 718205091036 1.0 LBS 

99351 ECC162P 25     718205993514 0.2 LBS 

NAED# Part# Qty. 
Wire 

Range 
Min. Max. Color Barcode# Weight 

99345 ECC163 100   3-#16  718205993453 0.5 LBS 

 09104 ECC163-5 500 #14-22 3-#22 & Orange 718205091043 3.5 LBS 

99352 ECC163P 25   1-#18  718205993521 0.2 LBS 

99347 ECC164 100  1-#14 2-#14  718205993477 0.5 LBS 

09105 ECC164-5 500 #12-18 & & Yellow 718205091050 2.0 LBS 

99353 ECC164P 25  1-#18 3-#16  718205993538 0.2 LBS 

99349 ECC166 100  1-#12 2-#10  718205993491 1.0 LBS 

09106 ECC166-5 500 #10-18 & & Red 718205091067 4.5 LBS 

99354 ECC166P 25  2-#18 1-#22  718205993545 2.5 LBS 


